APL

m/s Northstate Carpet Mills Pty Ltd
PO BOX 374 Ashmore City Qld 4214
Attn Mr David Tildesley

CUSTOMER REFERENCE

TEST REPORT No. 125601A
LABORATORY REF: P125601A
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Sample description as provided by customer / N Order No. DT
Mass/unit area 20 oz/yd? J;’[" Pllé“F\bﬁE‘ C ntent 100% POLYPROPYLENE
Construction Details Tufted Secondary Backing Synthetic \“\ \, / Colour Golden Shades
Style Loop Pile ~—/ .  Pile Height / mm
The Samples Backing was Bitumen ’ﬂi N— / (fﬂ \\
NA ) /

TEST METHOD AS/ISO 9239.1 2003 Reaction To Fire Te
pec1f1ciauo,m C1.10a of t,Hé Bmldln\g{;ofde of Australia.

Behaviour Using a Radiant Heat Source. As reqmred b

FquIoormgs Part 1 De;mmmatlo /the Burning

,/ s

The test values relate to the behaviour of the test speclmgés of a product u{\der the partl(mar\CGndTmnﬁ of the test, they are not
intended to be the sole criterion for assessing the potent,‘[\l ﬁrn hazard of the product. Clause 9 o‘f\A.‘,»/ISO 9239 Part 1.
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Conditioning as specified in BS EN 13238. 2001/_ \ f‘“yf
Sample submitted Date Dec 2012 \Eefst Ba—tﬁ 15 Dec 201
ASSEMBLY SYSTEM: IIIREB‘IHS\I"E%I( Fully-ad WIIII a water hased

7 S‘u@cpcomacmmjﬁwe

The floor covering was directly stut):k\o\the/substrate u;ﬁg,\l'-‘ully aﬂl'jéred with a water based Surface Contact
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Substrate: Non- Combustjl;le N \_«
Substrate - 6mm Flbrpf
The Holding Torque Spet:Imen f r

Adhesive. A \ . )4 A

was ZNr%\

Initial Test SpeCImesn ?\l eng Dlrecuon
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nfo e&ﬁment Board EQSlmui\te ?Non -Combustible Flooring.

c}hcal\nadrant Flux 5.8 kW/m?

Sgem-menq wid Direction Ve Cntacal Radiant Flux 5.2 kW/m?

/Fulrta is carried out in the / ‘M_d_tn_erecnon
N
SPECIM—EN /—M!Ldth#1 N/ Width #2 Width #3 Mean
Criticat Radlhnt Flux %\
(Wime). )/ l_ \\ ) 52 5.8 5.6 5.5
Smoke Development Rate /(] 7
%.min) . / o~ N N 532 458 494 495
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The values quoted below are’ asz;ggufred‘ by Specafrcatron C1.10a Fire Hazard Properties (Floors) of the Building Code of Australia.

The Critical Radiant Flux quoted

Mbe value at Flame-Out/Extinguishment (BCA General Provisions A1.1).

MEAN l:lllTIl:lll RADIANT FLUX 5.9 kW/m?
MEAN SMOKE DEVELOPMENT RATE 499 percent-minutes

OBSERVATIONS: The samples shrunk away from the heat source, ignited and burnt a relatively short distance.
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v DATE: 15 Dec 2012

o Measurement Science &

TECHNICA_E Technology No. 15393
COMPETENCE Accredited for compliance with ISO/IEC 17025.

PAGE 1 of 2
M. B. Webb
Technical Manager This Page (1) has been designed to show the values
required under Specification C1.10a Fire Hazard

Properties (Floors) of the Building Code of Australia.

The values on Page 2 have no rel e to the Code.
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