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• •Installation to be in accordance with Northstate Carpet Mills Technical Bulletin - Installation Procedures and Requirements,
and ASNZS 2455:2007 [parts 1+2] and Modular Carpet Tile Installation Procedures and Requirements.

• Northstate requires all Modular Carpet Tile products to be installed as per the ‘Pressure-sensitive system’, which requires pressure-
sensitive adhesive be applied to cover 100% of the sub floor [including any cable trunking] or access panel floor.

• Full details and explanations can be found on our website www.northstatecarpets.com.au

Specifications are subject to manufacturing variances.  Material supply and/or manufacturing processes may necessitate specification
changes without notice.

NORTHSTATE CARPET MILLS PTY LTD reserves the right to modify this specification to improve the product without prior
notice and without prejudice. E & O E

Fibre System 100% Olefin
Construction
Pile Weight

Multi-Level Loop Pile
20 oz/sq yd 680 g/sq m2

Backing System EuroBacTM Modular

Fire Hazard Properties
(B.C.A. Spec.C1.10a)

Tested to AS/ISO 9239-1:2003
CRF: 5.5 kw/m2

Smoke Value: 495% minimum
Suitable for ALL building classifications
Verify building classifications with your local building authority and/or council.
Consult your Northstate representative for specific details.

Modular Size 500mm x 500mm

Rating Commercial Heavy Duty
10 Year Commercial Limited Warranties
see full warranty text for details

Abrasive Wear Backing Performance StainResist
ColourFast

Installation Methods

Fire Hazard Properties (B.C.A.  Spec C1.10a)

Tested to AS/ISO 9239-1:2003

CRF: 5.5 kw/m2

Smoke Value: 495% minimum

Verify building classifications with your local building authority
and/or council.

Consult your Northstate representative for specific details.

Rating
Commercial Heavy Duty
10 Year Commercial Limited Warranties

Abrasive Wear Backing Performance
StainResist
ColourFast

see full warranty text for details


